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                      SAFETY CHUCKS
	SPECS:
	- Automatically Closes as Roll Rotates
	Standard
	

	
	- Chrome Plated Steel Handwheel
	Standard
	

	
	- Rubber Finger Guards, Free Spinning High Quality Bearings
	Standard
	

	
	- Mill Cut Square Opening, Heat Treated Pocket RC 56C
	Standard
	

	
	- Ground & Polished, Keyed Mounting Shaft
	Standard
	

	
	- Foot or Flange Mount
	Standard
	

	OPTIONS
	- Square Size (1.25 Std.), Drive Shaft Size (1.00in) Std. with keyway (1/4”)
	Optional
	

	
	- Weight Capacities (1700 lbs / paired Std.)
	Optional
	

	
	- Shaft Driven or Hollow Keyed Bore
	Optional
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              Smart Chuck
	SPECS
	- Automatically Closes as Roll Rotates
	Standard
	

	
	- Sideplate Mount (4) ¼ - 20 Bolts
	Standard
	

	
	- Free Spinning High Quality Bearings
	Standard
	

	
	- Ground & Polished, Keyed Mounting Shaft ¾”
	Standard 
	

	
	- 1 ¼” x 5/8” Square Collar Drive
	Standard 
	

	 
	- Weight Capacity 250 lbs per side
	Standard
	

	
	- Great Economical Alternative to Full Safety Chucks!!!
	 
	

	
	
	 
	


BUILD / CREATE YOUR OWN MACHINE PROCESS WITH SIMPLE BOLT  TOGETHER RIGID MODULES AND HEAVY DUTY BASE UNIT (patent pending)!

ALLOWS MAXIMUM FLEXIBILITY FOR CHANGING CUSTOMER DEMANDS WITHOUT SACRIFICING QUALITY END PRODUCTS!!


















